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Disclaimer 

At various points in this document, links are provided to specific products.  These links are 
provided as an indication of one possible source of the product, and are not intended to 
imply any endorsement or suitability of any particular product. 
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SHS Kit & Appliance schematic, Universal Family of Connectors 
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SV.1 The output port voltage should not exceed 15.0V (as specified by -9-5 and -

9-8) under any foreseeable circumstances 

SV.2 The output port voltage should not fall below 10.5V (as specified by -9-5 

and -9-8) under any foreseeable circumstances, unless the SHS indicates 

visibly or audibly that it is operating in a battery-nearly-exhausted mode. 

SV.3 A clear visual indication should be given (eg a flashing battery level LED) 

to indicate that low-battery mode is in operation 

SV.4 In low-battery mode, the terminal voltage should not fall below 9.0V. 

SV.5 Where applicable, the Exceptional Steady-State Overvoltage Upper Limit – 

Battery Disconnect Test specified in [-9-5] Annex DD §4.3 should pass.  

SV.6 Where a DC-DC converter is present between the battery and an SHS 

output port, the transient response should be studied, and determined to be 

unconditionally stable. 

SV.7 When the battery is discharging, the cut-off voltage at which low-voltage 

mode or under-voltage take effect should be lower than the voltage at 

which power is restored during charging.  A difference of 50mV is 

suggested. 

 

 

SP.1 B3.5 and S3.5 output ports should have published maximum steady-state 

current ratings no greater than 3.5amps (but may be less).  This may be the 

total current for a group of B3.5/S3.5 ports connected in parallel. 

SP.2 B8 and S8 output ports should have published maximum steady-state 

current ratings no greater than 8.0amps (but may be less).  This may be the 

total current for a group of B8/S8 ports connected in parallel. 



 

SO.1 Current-based overload protection should follow a time curve within the 

boundaries set by §3.4.2.3 of the main document. 

SO.2 Voltage-based overload protection should follow a time curve within the 

boundaries set by §3.4.2.4 of the main document. 

SO.3 Overloading should cause a trip requiring a manual reset, to avoid power 

cycling, and indicate to the user that remedial action is required. 

 

SM.1 Connecting a power source to any output port of the SHS should not cause 

power to flow into the battery.   This should apply regardless of whether 

the equipment is turned on. 

SM.2 Negative voltages applied to the output (for example the turn-off spike of 

an inductive load) should be clamped with a diode, as defined in §3.6.2 of 

the main document. 

SM.3 If an SHS is deemed repairable, the output should be protected with an 

internal non-user-replaceable fuse of a value greater than could be tripped 

by the overload protection. 

 

 

 

 



SI.1 The user should be given a different visual or audible indication for each of 

the following exceptional conditions, rather than simply experiencing the 

power being turned off: 

• 

• 

• 

• 

• 

• 

SI.2 It is highly desirable that a consistent convention is adopted between 

Connect Affiliates on the visual indicators to be used to indicate the various 

possible states of the SHS.   

 

A consensus between the members should define the conventions to be 

adopted, with options depending on how many LED or other visual 

indicators are on the product 

 

SC.1 The B3.5 socket should be designed to mate with a barrel plug of 5.5mm 

outside diameter, 2.5mm inside diameter. 

SC.2 The polarity of the B3.5 socket should be centre-positive. 

SC.3 The S3.5 smart socket should comprise a B3.5 socket as defined above and, 

at a distance of 13.5±0.3mm from it centre-to-centre, a 3.5mm audio stereo 

jack socket. 

SC.4 The face of the S3.5 audio socket should be in the same plane as the face of 

the barrel socket ±0.3mm. 

SC.5 The connections on the S3.5 audio jack should be: 

• 

• 

• 



SC.6 At least one B3.5 socket on the product should have a hole at a distance of 

13.5±0.3mm centre-to-centre, to accommodate the 3.5mm jack plug 

component of the S3.5 plug. The hole should be at least 16mm deep, 3.8mm 

diameter and be blind.  The hole should not contain any contacts.  As an 

alternative, an adapter may be made available as shown in §3.8.1.3 of the 

main document. 

SC.7 The B8/S8 power socket (for loads up to 8amps) should be suitable for a 3-

pole barrel plug 7.4mm OD, 5.0mm ID with a 0.6mm centre gold pin 

(colloquially known as a "7406 jack"). 

SC.8 The polarity of the B8/S8 socket should be outside negative, inner positive.  

The receptacle for the centre pin should be used for signalling in smart 

supplies, and not connected in supplies that are not smart-capable. 

SC.9 Sockets should where possible be recessed, to provide additional resilience 

against sideways force on appliance leads. 

 

SX.1 It is recommended that the manufacturer should offer extension leads as 

standard accessories, to discourage the use of unsuitable products or users' 

own wire.   

SX.2 It is recommended that an adapter should be made available by the 

manufacturers of products that only have B8/S8 connectors, comprising a 

combination 5521 socket and 3.5mm stereo jack socket, and a short lead to 

an S8/B8 plug.   

SX.3 It is recommended that adapters to allow a 5521 plug to connect to an SHS 

equipped with 5525 sockets should be included within the list of available 

accessories. 

 



SL.1 Voltage – B3.5/S3.5/B8/S8 sockets - The power output port should be 

clearly labelled "12VDC" adjacent to the port.  The symbol "12V " 

(Unicode U+2393) may also be used. 

SL.2 Voltage – equipment with three NMC cells – These should be labelled 

11.1VDC (not 12VDC). 

SL.3 Connector Polarity - The following symbol should be present on the box 

near the B3.5/S3.5 power socket, and also in the user manual: 

SL.4 Connector Polarity - The following symbol should be present on the 

product near the power socket, and also in the user manual: 

S

SL.5 Ports should be labelled with their rated steady-state current capability, 

according to the criteria of §3.8.1 of the main document. 

SL.6 If a USB Type A socket is provided, it should have the maximum current 

labelled (eg "0.5A" or "2.1A").  If a fast charging protocol is supported, 

text indicating that or the relevant proprietary symbol should also be 

included.  If the voltage for fast charging exceeds 5V, this should also be 

indicated, eg "QC3.0: 5V/3A 9V/2A" 

SL.7 (If a USB-C socket is provided, the correct labelling to be used is still under 

discussion – the official USB-C specification makes no mention of labelling, 

despite there being many subsets of USB-C functionality.) 

 

SU.1 Local language translations of the User Manual should be provided.   

SU.2 The published product literature and User Manual should include a 

Technical Specification.   



SU.3 The published User Manual should include a warning about connecting 

inappropriate load appliances.   

SU.4 The published User Manual should include a warning against adding one's 

own wiring to increase the reach of the system.   

SU.5 It is recommended that specific instructions are included in the user 

manual warning against using an SHS to charge a rechargeable battery 

unless specific measures are taken. 

SU.6 It is recommended that a warning is provided against plugging a mains 

power supply into an output port of the SHS for any reason at all. 

SU.7 The deep-discharge waiver in the remark to [-9-5] Table EE.3 should not 

apply unless all the guidelines in this document for low-voltage modes are 

met. 

 



 

 

AV.1 The appliance should continue to function correctly when supplied with a 

voltage of 15.0V when under maximum load. 

AV.2 The appliance should continue to function correctly when supplied with a 

voltage of 10.0V when under maximum load.   

AV.3 If the ratings plate on the appliance or the Technical Specification in the 

User Manual indicates a wider voltage range, it should be tested over this 

range. 

AV.4 An appliance that is intended to continue in operation in 'low-voltage 

mode' should continue to operate correctly down to a minimum supply 

voltage of 9.0V. 

 

AP.1 The power requirement of an appliance should be indicated on the ratings 

plate and in the User Manual in amps, rather than watts. 

AP.2 Appliances fitted with B3.5 or S3.5 plugs should not have a ratings plate 

current exceeding 3.5amps. 

AP.3 Appliances fitted with B8 or S8 plugs should not have a ratings plate 

current exceeding 8amps. 

AP.4 The power lead on the appliance should be able to withstand a fault current 

of 8Amps indefinitely without permanent damage. 

AP.5 The load current is permitted to exceed the maximum rated current (or the 

current calculated above), for example when first connected to power, 

when starting under full load at either its maximum or minimum operating 

voltage (or at any other time) but the duration should be limited.   



 

AG.1 It is recommended that product designers should consider the issue of 

unintended ground loop currents very carefully for all products that 

include signal ports in addition to the power input port. 

AG.2 It is recommended that products that include signal ports in addition to the 

power input port should include specific measures to eliminate unintended 

current flows between power ports and signal ports.   

 

AC.1 Appliances should have a free power plug on a lead.   The lead may 

optionally be detachable from the appliance. 

AC.2 Every barrel plug should be selected to mate with the specified reference 

jack socket (TBD) and when mated to deliver the required mechanical and 

electrical properties. 

AC.3 Basic appliances should be able to plug into both Basic and Smart supplies. 

AC.4 A paid-off PAYGo Smart appliance should also be able to plug into a Basic 

supply, perhaps by means of an adapter. 

AC.5 A detachable B3.5 or S3.5 lead may have identical connectors on both ends 

– or very obviously different connectors on the two ends. 

AC.6 (deleted) 

AC.7 A detachable lead should NOT be compatible with IEC60320 unless the 

appliance is capable of being powered from 230VAC. 

AC.8 The B3.5 plug should be a barrel plug of 5.5mm outside diameter, 2.5mm 

inside diameter.  The barrel length should be 12mm, and the tuning fork 

variety of inner contact is preferred. 

AC.9 The polarity of the B3.5 socket should be centre-positive. 

AC.10 The S3.5 smart plug should comprise a B3.5 plug as defined above and, at a 

distance of 13.5±0.3mm from it centre-to-centre, a 3.5mm audio stereo jack 

plug.  The connections on the S3.5 audio jack plug should be: 

• 

• 

• 

AC.11 The B8/S8 power plug (for loads up to 8amps) should be a 3-pole barrel 

plug 7.4mm OD, 5.0mm ID with a 0.6mm centre gold pin (colloquially 

known as a "7406 jack plug"). 

AC.12 The polarity of the B8/S8 plug should be outside negative, inner positive.  

The centre pin should be used for signalling in smart appliances, and not 

connected in appliances that are not smart-capable. 



AC.13 Regardless of the power the appliance requires in order to operate, the 

power lead supplied with the appliance should be capable of carrying 

8amps continuously, without giving rise to a risk of burns or causing fire, 

even when wrapped in flammable thermally-insulating material. 

 

AL.1 The appliance should have a readily-visible ratings plate or printed ratings 

box giving basic compatibility information. 

AL.2 The ratings plate should be clearly labelled "12VDC".  The symbol "12V 

" may also be used.  An operating voltage range may also be provided, 

eg "9-15VDC". 

AL.3 If the appliance is approved for continued operation when the SHS has 

switched into a battery-nearly-exhausted mode, this should be clearly 

indicated on the appliance, for example by a minimum operating voltage of 

9V. 

AL.4 Connector Polarity – For a B3.5 or S3.5 appliance, the following symbol 

should be present on the ratings plate, and also in the user manual: 

AL.5 Connector Polarity – For a B8 or S8 appliance, the following symbol should 

be present on the product near the power socket, and also in the user 

manual: 

S

AL.6 If the power lead is detachable, the symbols above should refer to the 

connector on the appliance, not the one on the other end of the power lead.  

(They may need to be modified for different types of connector.) 

AL.7 Ports should be labelled with their rated steady-state current requirement, 

according to the criteria of §5.4 of the main document. 



 

AI.1 An appliance that has a mode in which it has power but is not visibly 

operating (for example, it is in “standby”) should have a visible indicator 

when in this mode to show that it is receiving power. 

AI.2 An appliance that supports 'low voltage mode' should have a status 

indicator to show that this mode is in effect. 

 

AU.1 The published product literature and User Manual for the appliance should 

include a Technical Specification.  This should provide basic information 

necessary for a potential technically qualified user or their advisor to assess 

the suitability of the product for any particular situation.  This should 

include at least: 

• 

• 

AU.2 Where appliances (for example, lights) have a daisy-chaining capability, the 

maximum number of appliances in the chain should be specified. 

AU.3 Where an appliance incorporates connectors for purposes other than solely 

for the delivery of power (ie digital communications, audio, video, radio 

aerials etc),  and if specific measures have not been taken within the 

product to avoid galvanic isolation problems, the User Manual should 

contain advice about the potential issues.  The following wording is 

suggested: 

 



 

T.1 It is recommended that before product design and packaging are finalised, 

prototypes should be tested in the most extreme environments they are 

likely to encounter in normal use in the field. 

T2. It is recommended that testers identify the most challenging electrical 

conditions consistent with the published Technical Specification, and 

products are tested to confirm that they achieve their stated performance 

under these conditions 

T.3 It is recommended that manufacturers have connectors that they plan to 

incorporate into their products validated by a testing service for 

performance with a standard reference connector. 
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